
SECTION 8 - SPECIAL AREA REQUIREMENTS FOR USE OF STREET STANDARDS 
 
8-1 Curb, Gutter and Sidewalk 
 

Curb, gutter and sidewalk in Service Districts, Residential Districts and Villages shall be 
required as followed: 
 
A) Combination curb, gutter and sidewalk shall be required along all public and 

private streets, accessways or service drives in subdivisions having lots 
containing 20,000 square feet or less in area, either conventional or cluster. 

 
B) Combination of curb and gutter shall be required along all public and private 

streets, accessways or service drives in subdivisions having lots containing 
20,000 square feet in area, either conventional or cluster.  In addition, sidewalks 
shall be required on streets, accessways, or service drives qualifying as local 
collectors or major collectors. 

 
C) Pedestrian trails shall be required along all public and private streets, accessways, 

or service drives qualifying as local collectors or major collectors in subdivisions 
having lots of 25,000 square feet, but less than two acres in area, either 
conventional or cluster.  Trails shall be at least four feet in width and constructed 
of asphalt or other material acceptable to the County. 

 
D) Or as shown in the Comprehensive Plan: 
 

All improvements required above shall be installed in accordance with typical 
sections as shown in standards 1A, 2A, 3A or 4A in the Fauquier County 
construction specifications.  Easements for future sidewalks and trails may be 
required by the Board of Supervisors. 
 
Where the Planning Commission, following public comment as provided for in 
Section 4-27, determines the above requirements are not in keeping with the 
character of the area, do not serve the public interest, or that no pedestrian and 
vehicular traffic hazards will be created, the Planning Commission may waive or 
modify the above requirements.  (Amended by Board of Supervisors on 
September 9, 1999.) 

 
8-2 Ditch Cross Section 
 
All public streets, accessways, or service drives in subdivisions having lots containing from 
20,000 square feet to 5 acres shall be graded and paved in accordance with the typical section that 
is currently provided in the Fauquier County construction specifications and standards for the 
various classifications of streets as designated.  The standards are shown as Type 1-B, 2-B, 3-B, 
4-A and 4-B.  Where curb and gutter is used in lieu of roadside ditches, roadways shall be 
constructed to standard typical sections for curb and gutter streets.  (Amended by the Board of 
Supervisors September 16, 2002.) 


